


Notes:

Safety Data Sheets for all Gypsum Industries products are available to download from our website: www.gypsum.ie or from the Technical Sales Department
at 01 629 8400. Please obtain and refer to all relevant Safety Data Sheets prior to specifying, handling or installing any Gypsum Industries products.

If services are to be included within Gypsum Industries’ building systems, they should be installed in accordance with all available relevant standards,
guidelines and recommendations.

The inclusion of Gypsum Industries’ building system specifications within this document does not imply compliance with all aspect of Building
Regulations. If unsure about the suitability of a building system, please refer to the relevant Technical Guidance Document(s). It is the sole
responsibility of specifiers and end-users to ensure the suitability of a product, system or construction detail for their intended use.

All information contained herein is correct, to the best of our knowledge, at time of going to print (January 2009). However, the information is subject
to change and Gypsum Industries reserves the right to revise product specifications and performance claims without notice.
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SAFETY FIRST

Ensure that suitable personal protection is worn when handling or installing Gypsum Industries Products/Systems. All relevant Health
and Safety Legislation and Guidelines must be followed. The relevant Gypsum Industries Safety Data Sheets must be referred to prior to
specifying, handling or installing Gypsum Industries Products.

For current information, refer to www.gypsum.ie January 2009
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Gyproc Ready Mix Joint Cement
An air-drying ready-mixed jointing material, designed for all

stages in hand jointing and use with Gyproc Speed Tape

mechanical jointing tools.

12 litre tubs

Gyproc Joint Finisher
An air drying finishing compound for completion of the

manual jointing process.

12.5kg bags

Gyproc Paper Joint Tape
Paper tape for reinforcing joints and internal angles in both

manual and Gyproc Speed Tape mechanical jointing systems.

Provides maximum resistance to joint cracking. It has a centre

crease, chamfered edges and spark perforations.

150 metre rolls

Gyproc Corner Tape
Paper joint tape bonded to two corrosion resistant metal

strips for reinforcing external angles in plasterboard

constructions. Also ideal for internal or external angles which

are not 90°. Supplied in a cardboard dispenser.

33 metre rolls

Gyproc Joint Filler
A gypsum-based setting material for bulk and secondary

filling of plasterboard joints. A low shrinkage product for

hand application.

12.5kg bags

Gyproc Pro Fin Quick-Set Filler
A convenient quick setting filler for bedding Gyproc Joint

Tape and filling plasterboard joints. Easy to mix and apply. 

12.5kg bags

Gyproc Pro Fin Semi Lite Filler and Finishing Compound
An alternative  ready-mixed jointing material, with improved
workability, low shrinkage and easy to sand.

12 litre tubs

Gyproc Joint Cement
An air-drying powdered jointing material, designed for all

finishing stages in hand jointing, and use with Gyproc Speed

Tape mechanical jointing tools.

22.5kg bags
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Gyproc FireStrip
A soft extruded linear gap sealer designed to be used  in the

deflection head detail, with Gypsum Industries’ metal framed

systems.

Length
mm

Box of 5 3600

Gyproc DryWall Primer
A general purpose plasterboard primer. The product provides

an ideal surface for decoration with most paints and wall

coverings. For brush or roller application.

10 litre tubs

Gyproc DryWall Sealer
A specially formulated plasterboard primer/sealer which

provides vapour control and a superior, durable finish when

applied in two coats. Suitable for decoration with paints and

most wall coverings. A single coat protects the board surface

from subsequent steam stripping. Applied with brush or roller.

10 litre tubs

ThistleBond-it
For pretreatment of Moisture Resistance Plasterboards or

6mm Gyproc MultiBoards prior to skimming.

Size

10 litre tubs

Gyproc Compound
General purpose gypsum based adhesive for use in DriLyner

systems. 

25kg bags

Gyproc Sealant
An acrylic sealant and adhesive used for sealing air gaps to

maintain optimum acoustic performance. Also used for fixing

Gyproc thermal laminates in the DriLyner RF system.

0.93 litre tube

0.38 litre tube
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Gyproc Control Joint
Pre-formed galvanised metal strip 47mm wide. Used to form

lateral joints in drywall systems to accommodate expansion

and contraction up to 7mm. 
Length
mm

47mm wide 3048

Gyproc Nails
Electro-zinc plated nails with annular ring shank and 

cross-hatch head for key. Suitable for fixing plasterboards to

timber framing. The length of nail selected should give 25mm

penetration into the timber. 

Length
mm

30

40

50

65

75

Gyproc Drywall Timber Screws
Corrosion resistant self-tapping zinc plated steel screws with

countersunk heads. Ideal for fixing plasterboard to timber

framing. Box also contains screw driver piece(s). The length of the

screw selected should give 25mm penetration into the timber.

Length
mm

32

38

41

51

60

Gyproc Collated Drywall Timber Screws
Strips of 50 collated Drywall Timber Screws supplied in boxes

of 1000 screws (20 strips) for use with Gyproc power tools.

Length
mm

38

41

Gyproc DryWall Metal Angle Bead
Perforated galvanised angle bead for reinforcing external

90° angles where maximum protection is required. 

Length
mm

25mm x 25mm 3000

Gyproc Drywall Metal Edge Bead
Galvanised steel channel forms a defined edge to

plasterboard areas. Asymmetric profile with one perforated

leg and preformed arris to accommodate jointing material. 

Length
mm

12.5mm 2400

3000

15mm 3000

Gyproc Drywall Plastic Edge Bead
Extruded uPVC channel which protects exposed plasterboard

edges and forms a defined edge to plasterboard areas.

Length
mm

12.5mm 3000

Gyproc Drywall Arch Bead
Extruded uPVC profile with equal 25mm legs. The special

design allows for curving around arches and reveals, down to

250mm minimum radius. 

Length
mm

25mm x 25mm 3000

Gyproc Superbead
Rigid lightweight trims used to reinforce external 90º corners.

Paper tape laminated to thin galvanised steel. A special arris

coating minimises damage when  finishing. Superbead 200 is

ideal for the FireCase encasement system.

Length
mm

Superbead 100 2400 25 x 25mm

Superbead 200 3000 38 x 38mm
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Decorative products8.3

Gyproc Cove
Gypsum plasterboard moulding in traditional cove profile.

Flat back for easier location.

Facing Length
paper mm

127 Ivory 3000

Gyproc Cornice
Gypsum plasterboard moulding in classic ‘S’ profile. Paper

backed and white facing paper. Gives a high quality look to

any room especially when used in conjunction with Gyproc

Cornice Strips and battens.

Facing Length
paper mm

135 White 3000

Gyproc Cornice Strips
Pre-cut strips of glass reinforced gypsum board. Enhances

Gyproc Cove and Cornice installations to give a more ornate

effect.

Length Width
mm mm

2400 100

Gyproc Artex Compound
The original decorative textured finish for ceilings and walls.

Suitable for producing a wide variety of texture patterns.

25kg bags

Gyproc Styletrims
A range of high quality aluminium trims designed to create

attractive features in plasterboard walls and ceilings.

Supplied with a tough acrylic primer coat (RAL 9010),

compatible with Gyproc jointing materials to allow for direct

decoration. All Styletrims are supplied in 3000mm lengths.

Code Width Depth
mm mm

BGM 105 Edge Reveal 25 10

BGM 106 Edge Reveal 12.5 10

BGM 119 Edge Stop - 12.5
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GYPROC PROFILEX ACCESS PANELS

The Gyproc Profilex range of access panels has been purpose

designed to provide access in Gypsum Industries’ metal framed

systems. The panels are available as wall or ceiling panels, fire-

rated or non fire-rated, in a range of sizes, with specific lock,

catch and finish options. Where panels are manufactured

550mm x 550mm this is to suit framing at 600mm centres. The

panel size dimensions are written with the hinge side dimension

last - i.e. 550 x 1200mm panel is 1200mm on hinge side.

There are four standard locking types:

• Budget - basic lock operated by a 8mm square open 
drive. Used on the majority of panels where low security
locking is required.

• Tamper proof - operates with a circular castellated key. 
Used where a medium level of security is required. Needs a 
key to open but the key will open any tamper proof lock. 

• 3-point - operates as budget lock but locks to the side and, 
by the use of shoot bolts, also locks to the top and bottom 
of the frame. Used on 120 minute fire rated access panels.

• Touch catch - operated by pushing the door near the touch 
catch, which then springs slightly open. Used on loft 
hatches.

There are three frame types:

• Simulated bead frame - used in new build where board is 
taped and jointed, or skim finished. Panels are painted etch
primer white for on-site paint decoration.

• Picture frame - used where supporting construction is 
already built. The frame is visible after installation. Panels 
are factory painted gloss powder coat white.

• Plaster frame - Used where panels are installed in walls to 
be plastered (13mm overall plaster thickness). Panels are 
painted etch primer white for on-site paint decoration.

Simulated bead frame

Picture frame

Plaster frame
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GYPROC PROFILEX ACCESS PANELS:  NON FIRE-RATED

Gyproc Profilex Sealed Panel 
A flush metal faced panel for use in plasterboard walls or

ceiling constructions, in areas of high humidity or dust free

environments. Manufactured in treated mild steel and

finished etch primer or powder coat white.

Beaded frame with tamper proof lock

Panel size No of Weight  
mm locks kg

450 x 450 1 6

Gyproc Profilex Handi-Access Panel
A plastic panel used on plasterboard or other lined walls in a

multitude of environments, where there is a need to access

plumbing, valves, lighting devices, fuse boxes, vents and duct

work.

Beaded frame 

Panel size No of Weight  
mm locks kg

150 x 235 0 1

300 x 300 0 1

Gyproc Profilex Loft Hatch1 Panel
A fully concealed panel with no visible framing with beaded

frame. For use in residential applications.

Beaded frame with touch catch

Panel size No of Weight  
mm locks kg

540 x 540 2 7

800 x 540 2 10

1 Manufactured to accept ladders (not supplied).

Gyproc Profilex Standard Panel
A non fire-rated panel for use in ceiling and wall

constructions. Manufactured in treated mild steel and

finished etch primer or powder coat white.

Beaded frame with budget lock

Panel size No of Weight 
mm locks kg

300 x 300 1 3

300 x 600 1 4

450 x 450 1 5

550 x 550 1 6

550 x 900 2 9

550 x 1200 2 13

Picture frame with budget lock

Panel size No of Weight 
mm locks kg

300 x 300 1 3

450 x 450 1 5

550 x 550 1 6

Plaster frame with budget lock

Panel size No of Weight 
mm locks kg

550 x 550 1 6
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GYPROC PROFILEX FIRE-RATED WALL PANELS

GYPROC PROFILEX FIRE-RATED CEILING PANELS

Gyproc Profilex FR1 Standard Panel  – Integrity only
(both directions)
A 60 minute fire rated flush metal panel for use in  Gypframe
walls. Manufactured in treated mild steel and finished etch
primer or powder coat white.

Beaded frame with budget lock

Panel size No of Weight  
mm locks kg

300 x 300 1 4

300 x 600 1 7

450 x 450 1 8

550 x 550 1 13

550 x 900 2 20

550 x 1200 2 26

Picture frame with budget lock

Panel size No of Weight  
mm locks kg

550 x 550 1 13

Plaster frame with budget lock

Panel size No of Weight  
mm locks kg

550 x 550 1 13

Gyproc Profilex FR2 Performance Panel  – Integrity only
(one direction only)
A 120 minute fire rated panel for use in Gypframe wall linings

and Gyproc Shaftwalls. Manufactured in treated mild steel

and finished etch primer or powder coat white.

Beaded frame with 3 point lock

Panel size No of Weight  
mm locks kg

550 x 550 1 15

Gyproc Profilex Metal Faced FR1 Ceiling Panel –
Integrity only
A 60 minute fire resistant panel for use in CasoLine MF

ceilings. Manufactured in zinc coated mild steel and finished

etch primer or powder coat white.

Flush metal faced with beaded frame  and budget lock

Panel size No of Weight  
mm locks kg

300 x 300 1 3

450 x 450 1 6

600 x 300 1 5

600 x 6001 1 10

600 x 900 2 15

600 x 1200 2 20

1 Also available with picture frame

Gyproc Profilex Plasterboard Faced FR1 Ceiling Panel -
fire protection to steel only
Provides 60 minutes fire protection to structural steel

members. For use in Gypframe ceiling constructions. Please

contact the Technical Sales Department for advice.

Plasterboard faced with beaded frame  and budget lock

Panel size No of Weight  
mm locks kg

300 x 300 1 4

450 x 450 1 8

600 x 300 1 7

600 x 600 1 13

600 x 900 2 20

600 x 1200 2 26
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Gyproc Profilex Access Panels 8.4

PREPARED STRUCTURAL OPENINGS FOR PANELS

Where panels are manufactured 550mm x 550mm this is to

suit framing at 600mm centres.

The panel size dimensions are written with the hinge side

dimensions (‘Y’) last i.e. a 550mm x 1200mm panel is

1200mm long on the hinge side.

In the following table ‘Y’ denotes the hinge side:

FR1 Ceiling Panels
(X + 15 x Y +30mm = Hinged Side)

(ie 600mm x 600 Panel size - opening required = 615 x 630m)

All Other Panels
(X + 10 x Y +10mm)

(ie 450 x 450mm Panel size - opening required = 460 x 460mm)

or 550 x 550mm Panel size - opening required = 560 x 560mm

or 150 x 235mm Panel size - opening required = 160 x 245mm 
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