e

GYPFRAME MF12 SOFFIT CLEAT SUITABLY
FIXED TO SOFFIT STRUCTURE. GYPFRAME
MF8 STRAP HANGER OR GYPFRAME GA1
STEEL ANGLE FIXED TO GYPFRAME MF12
SOFFIT CLEAT WITH MF11 NUT AND BOLT

GYPFRAME MF7 PRIMARY
SUPPORT CHANNEL

GYPFRAME MF9
CONNECTING CLIP

/

1200mm MAX

GYPROC M/F SUSPENDED CEILING - PERIMETER DETAIL (SINGLE LAYER)
VERTICAL SECTION

GYPFRAME MF8 STRAP HANGER FIXED
TO GYPFRAME MF7 PRIMARY CHANNEL
WITH TWO 13mm GYPROC WAFER HEAD
JACK-POINT SCREWS

/—GYPFRAME GA1 STEEL ANGLE OR

PERIMETER CHANNEL
GYPFRAME MF6 FIXED
TO WALL AT 600m
MAXIMUM CENTRES.
(SUITABLE FIXINGS BY

OTHERS)_\

N\

S

25mm GYPROC DRYWALL SCREWS
(SUBJECT TO BOARDING
SPECIFICATION) FIXED THROUGH
PLASTERBOARD INTO GYPFRAME
MF5 CEILING SECTION AT MAXIMUM
OF 230mm (150mm ON BOARD
ENDS) CENTRES

1x12.5mm GYPROC
WALLBOARD (SUBJECT TO
REQUIREMENTS)
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drawing should be read in conjunction with current

Gypsum Industries literature. Available at www.gypsum.ie
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