GYPLYNER IWL - VERTICAL SECTION WINDOW OPENING
(DOUBLE BOARDING - GYPFRAME 48mm 'I' STUDS)

104mm (NOM)

7,

30mm
NINIMU

75mm (NOM)

GYPFRAME 48150 'I' STUD AT 600mm
CENTRES (IF SPAN EXCEEDS STUD CENTRES)

/

METAL
LINTEL

;":/—SOmm MOY THERM BATTS

2 x 12.5mm GYPROC PLASTERBOARD
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25mm & 36mm DRYWALL SCREWS
(SUBJECT TO BOARDING SPECIFICATION)

.::'\GYPFRAME 50C50 FLOOR & CEILING CHANNEL

FRAMED ABOVE WINDOW OPENING IN FULL
ACCORDANCE WITH GYPSUM INDUSTRIES
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.}.'f:\zsmm GYPROC DRYWALL SCREW
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\GYPFRAME 50C50 FLOOR & CEILING CHANNEL

FRAMED BELOW WINDOW OPENING IN FULL
ACCORDANCE WITH GYPSUM INDUSTRIES
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This drawing should be read i
Gypsum Industries literature.

RECOMMENDATIONS, SUITABLY FIXED TO
TIMBER FIXING GROUNDS

48150-006-01

n conjunction with current
Available at www.gypsum.ie




